WHAT IS CLAIMED IS: 

1. A musical instrument stand, comprising an angle adjusting device 
including: 

a first connecting block having an upper end formed with a circular 
5 shell having a periphery formed with an annular toothed portion; 

a second connecting block having a lower end formed with a circular 
shell pivotally mounted on the circular shell of the first connecting block and 
having a plurality of toothed portions; and 

a circular soft pad mounted between the annular toothed portion of 
10 the first connecting block and the toothed portions of the second connecting 
block. 

2. The musical instrument stand in accordance with claim 1, wherein 
the circular shell of the first connecting block has a recessed inside having a 
center formed with a circular lug having a center formed with a through hole, 

15 the circular shell of the second connecting block has a recessed inside having a 
center formed with a circular lug having a center formed with a rectangular 
hole, and the angle adjusting device further includes a bolt in turn extended 
through the rectangular hole of the second connecting block, the soft pad, a 
conical spring, the through hole of the first connecting block and a washer, and 

20 a wing nut screwed on a distal end of the bolt and rested on the washer, so that 
the first connecting block is combined with the second connecting block. 
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3. The musical instrument stand in accordance with claim 2, wherein 
the circular shell of the first connecting block is formed with an annular groove 
located between the annular toothed portion and the circular lug. 

4. The musical instrument stand in accordance with claim 2, wherein 
5 the soft pad has a center formed with a through hole for passage of the bolt. 

5. The musical instrument stand in accordance with claim 4, wherein 
the through hole of the soft pad has a size greater than that of the conical 
spring. 

6. The musical instrument stand in accordance with claim 2, wherein 
10 the conical spring has a first end rested on the circular lug of the first 

connecting block and a second end rested on the circular lug of the second 
connecting block. 

7. The musical instrument stand in accordance with claim 2, wherein 
the wing nut is formed with an inner thread screwed on a threaded rod of the 

15 bolt. 

8. The musical instrument stand in accordance with claim 2, wherein 
the bolt has an end formed with a rectangular portion mounted in the 
rectangular hole of the second connecting block. 

9. The musical instrument stand in accordance with claim 1, wherein 
20 the annular toothed portion of the first connecting block is located in the 

periphery of the first connecting block. 



10. The musical instrument stand in accordance with claim 1, 
wherein the annular toothed portion of the first connecting block is protruded 
outward from the periphery of the first connecting block. 

11. The musical instrument stand in accordance with claim 1, 
5 wherein each of the toothed portions of the second connecting block is 

protruded outward from the periphery of the second connecting block. 

12. The musical instrument stand in accordance with claim 1, 
wherein each of the toothed portions of the second connecting block is located 
in the periphery of the second connecting block. 
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